
1400 LINCOLN TOWER BUILDING

IS6O LINCOLN DENVER,COLORADO 802O3 3O3 863-9100

OIL & GAS EXPLORATION AND PRODUCTION

March 26, 1984

Bureau of Land Management
Moab District Office
125 West 2nd Street
Moab, Utah 84532

RE: Buzzard Bench Unit Fed. 3-27
NE NWSec. 27-193-7E
Emery County, Utah

Gentlemen:

Enclosed is the additional information required for permitting the
above well:

1. Surface Formation: Emery

2. Geological Markers: Ferron 2100
Tununk 4200
TD 4300

3. Producing Formation: Ferron
4. Casing Program: Surface 8-5/8, 24#, grade K55-NEW

Production 5½, 15.5#, grade K55-NEW

5. Blowout Preventer: (a) Shaffer 10" 900 double hydraulic with
Payne closing unit. One set rams blind
and one set for 4" drill pipe; tested
upon installation and daily. (b) 10" 900
rotary head for use while air or mist
drilling. Schematic diagram attached.

6. Circulating Medium: Well will be drilled with compressed air
and mist if required. Mud up will occur
for running casing only.

7. Auxiliary Equipment: (a) Drill String Floats will be used.
(b) Float will be used.
(c) No monitoring on mud system as air will

be used for drilling.
(d) Stabbing valve will be used for drill

pipe.

8. Evaluation Program: No drill stem tests will be run due to air
drilling. No cores are anticipated. An
IES and GR-Density will be used for
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8. Evaluation Program Cont.: Should this evaluation program indicate
commercial quantities of hydrocarbons are
in place, casing will be set and completion
attempted utilizing hydraulic fracturing
techniques. The size of treatment, pounds
of propant, volume and type of fluid will
be determined after log and formation
analysis is completed.

9. Potential Hazards: No abnormal high pressure, temperatures or
hydrogen sulfide gas should be encountered.
Productive zone is normal in pressure and
gas analysis indicate no H2S hazard.

10. Starting Date: The anticipated starting date is April 5,
1984 with operations being conducted
for / days.

Please notify us if any additional information is necessary for the permitting
of this well.

Yours ruly,

CHANDL A ATES, INC.

ichar Veghte
Petro eum Engineer

RV/tz



Porm 9-8810 SUBMIT IN TRIPLIt A• Form approved.
(May 1963) (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENTOF THE INTERIOR 5. LBABB DESIGNATION AND BBBIAL NO.

GEOLOGICAL SURVEY U-52688

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6.IFINDIAN,ALLOTTEROBTRIBBNAME

1a. TTra or woaK

DRILLG DEEPENO PLUG BACK O 7. UNIT AGREBMENT NAME

b. TTPROFWELI. BUZZard Bench
r.L Ü Šm"r.r.O ownna "zÊ oNLTIPI.B 8. FARM OR IsEASE NAME

2. NAME OF OPERATOR BUzzard Bench Unit Fed.
CHANDLER& ASSOCIATES,INC. 9. WELI, NO.

8. ADDREBB 07 OPBBATOR 3-2
1860 Lincoln Street, 1400 Lincoln Tower 1 . FIELD AND POOL, OE WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.•) Wi ldc at
At surface

/ 11. sac., T., a., x., OR BLE.

1975' FWL; 724' FNL NE NWAt proposed prod. sone
Same Sec. 27-195-7E

14. DISTANCE IN HILES AND DIBBCTION FROM NBABBST TOWN OR POST OFFICE* 12. COUNTT OR PARISH 13. BTATE

Approx. 8 miles NWof Clawson, Utah Emery Utah
10. DISTANCE PROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACBBS ASSIGNED

LOCATION TO NBABBST TO THIS WELL
PROPMETT OR I.BASE I,INE, FT. 724' 1,287.6 a
(Also to nearest drlg. unit line, if any) v

18. DISTANCE PROM PROPOSED LOCATION* 19. PROPOSED DEPra 20. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPMED WOR, ON THIS LEASE, Ff· --- 2500 ' Rotary

21. MIÆVATIONs (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WOBE WILL START*

5999 (ground) Apri T 5, 1984
23 PROPOSED CASING AND CEMENTING PROGRAM

SIER OF HOLE SIEE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITY OF CEMENT

124 8-5/8 24# 120 125 sx
7-7/8 5½ 15.5# 2500 150 sx

1. Drill to TD of 2500 (Ferron).
2. Run 5½" casing if commercial production is indicated.
3. If dry hole, P&Aas instructed by the BLM.
4. Well will be drilled with compressed air, tested open hole and mud up

to run 5½" casing.
5. Well control equipment will include double hydraulic BOP system of 900

series. A fillup line will be installed, equipment pre
checked dail while drilling.

Well Name: Buzzard Bench Fed. 3-27
APR2 1934

IN ABOVE SPACE DNBCRIBE PROPOSED P a If proposal is to deepen or plug back, give data on present productive ew productive
zone. If proposal is to drill n onally, give pertinent data on subsurface locations and measured and t Give blowout
preventer program, if an OIL, GAS&MINING
24.

Petroleum Engineer 3/26/84
BIONED TITLE DATE

Pir ar& hfe
(This space for Federal or State ofBee use) APPROVEDBYTHESTATE

22

onD

TOF
APPROVAL, IF ANT:

TITLE

*SeeInstructionsOn Reverse



PROJECT
T /9 S R 7 E SL B.BM> s • • • CHANOL.ER S ASSOCIATES

Well l ocot i on , BUZZAÆ0SEW¢H
& 3 - 27, locoted os shown i n

2703.03'(GLO) E A ST the NE1/4 NW I/4 Section 27,
T19S, R7E, S.L.B.SM.

g a / ) I EMERY County , Utah.
NO / H45°08'49"E

- /026.86'
BASIS OF BEARS IS FROM SOLAR

(Comp.) BUZZARD BENCH # 3 -27

ossenvAvioNS OF THE SUN.

Elev. Ungraded Ground -
_5999'

Lot 2 Lot /

Lot 3 Lot 4 la

27

Lot 5
CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MY

SUPERVISiON AND THAT THE SAME ARE TRUE AND CORRECT TO TNE

BEST OF MY KNOWLEDGE AND 6ELIE

R ISTEREO ND SURVEYOR
REGISTRATION N 2454
STATE OF UTAH

Lo/6

81 64 UINTAH ENGINEERING & LAND SURVEYING

WEST P 0. BOX Q - 88 SOUTH - 200 EAST
VERNAL, UTAH - e4oze

SCALE DATE
i "

= 1000' 2 / 16 / 84
PARTY REFERENCES

DA GS DK RP GLO Plot
X = Sect ton Corners Located WEAT HER FILE

Cold



DOUBLE PREVENTER

e

SERIES 900 ftAM••TYPE BOP
- PIPE RAMS

2" SERIES 900 VALVE .

BLIND RAMS ' SERIES 900 DRiLLING SPOOL

- 2" MUO PRESSURE GAUGE

2" SERIES 900 CHOKE

EMERGENCY
KILL LINE 2" SERIES 900 CHECK VALVE

2" SERIES 900 STEEL TEE •

NOTES *

1. 3000 PSI WP CLAMP
. / HUSS MAY DE SUDSTITiiTED

FOft FLANGES

2. VALVES MAY BE EITHER HANO OR POWER
OPERATED BUT, IF POWER OPERATED,
THE VALVES FL.ANGEO TO THE BOP fluN
MUST ßE CAPAOLE OF BEING OPENED AND
CLOSED MANUALLY Oft CLOSE ON POWER
FAILUf!E AND DE CAPAOLE OF BEING
OPENED MANUALLY

CHOWS MANIFOLD
....••••••••• OPTIONAL EOUIPMENT

CHANDLER AND ASSOCIATES,INC.

O
. 3000 PSI WORKING PRESSURE

BLOWOUT PREVENTER HOOK-UP

(SERIES 900 FLANGES OR



CHANDLER& ASSOCIATES, INC.

13 Point Surface Use Plan

For

Buzzard Bench #3-27

Located in

Section 27, T195, R7E, S.L.B.&M.

Emery County,



CHANDLER& ASSOCIATES. INC
Buzzard Bench #3-27

. Section 27, T19S, R7ÈTS.L.B.& M.

1. EXISTING ROADS:

a. Location of proposed well in relation to town or other reference
point: approximately 2 miles Northwest of Clawson, Utah.

b. Proposed route to location: Proceed North out of Clawson,
Utah on Highway #10 0.5 miles to the junction of a county road to
the Northwest; proceed Northwestly on this road approximately
1.6 miles to the beginning of the proposed access road.

c. Location and Description of roads in the area: See Topographic
Map "B" U-10 is a bituminous surface (Black Topped) road to the

county, road which is a graveled road to the proposed access road

d. Plans for improvement and/or maintenance of existing roads:
None

e. Other: None

2. PLANNED ACCESS ROADS:

a. ¥idth: 24' maximum disturbed area, 16' Travel lane.

b. Maximum grades: Not to exceed 10¾.

c. Turnouts: None

d. Location (centerline): Existing Road

e. Drainage: Water bars to be flagged by B.L.M.

f. Surface materials (source): If needed by private source -

g. Other: None

All travel will be confined to existing access road rights-of-way.

The access road will be rehabilitated or brought to Class III Road
Standards within sixty (60) days of dismantling of the drilling rig.

If this time frame cannot be met, the Area Manager will be notified
so that temporary drainage control can be installed along the access
road.

The Class III Road Standards, which shall ensure drainage control
over the entire road through the use of natural, rolling topography,
ditch turnouts, drainage dips, outsloping, crowning, low water
crossings, and culverts when necessary, will be determined at the
appropriate field inspection.

3. LOCATIONS OF EXISTING WELLS: None within a one mile radius.

Page



CHANDLER& ASSOCIATES, INC
Buzzard Bench #3-27
Section 27, T19S, R7ÈT's.L.B.& M.

4. LOCATION OF TANK BATTERIES AND PRODUCTION FACILITIES:

All permanent (onsite for six months or longer) structures
constructed or installed (including oil well pump jacks will be
painted a flat, non-reflective, earthtone color to match the
standard environmental colors, as determined by the Rocky Mountain 5
State Interagency Committee. All facilities will be painted within
6 months of installation. Facilities required to comply with
0.S.H.A. (Occupational Safety and Health Act) will be excluded.

If a tank battery is constructed on this lease, it will be
surrounded by a dike of sufficient capacity to contain 1 1/2 times
the storage capacity of the battery.

Tank batteries will be placed on the: Southeast end of the pad.

All loading lines will be placed inside the berm surrounding
the tank battery.

All site security guidelines identified in 43 CFR 3162.7
regulations will be adherred to.

All off-lease storage, off-lease measurement, or commingling on-
lease or off-lease will have prior written approval from the AO.

All product lines entering and leaving hydrocarbon storage tanks
will be effectively sealed.

Gas meter runs for each well will be located within 500 feet of
the wellhead. The gas flowline will be buried from the wellhead to
the meter and 500 feet downstream of the meter run or any production
facilities. Meter runs will be housed and/or fenced.

The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior
to any deliveries. Tests for meter accuracy will be conducted
monthly for the first three months on new meter installations and at
least quarterly thereafter. The AO will be provided with a date and
time for the initial meter,calibration and all future meter proving
schedules. A copy of the meter calibration reports will be
submitted to the Moab District office. All meter measurement
facilities will conform with the API standards for liquid hydro-
carbons and the AGA standard for natural gas measurement.

5. LOCATION AND TYPE OF WATER SUPPLY:

All water needed for drilling purposes will be obtained from:
Ferron Irrigation Company,

6. SOURCE OF CONSTRUCTION MATERIAL:

Road surfacing and pad construction material will be obtained from:
If needed will be acquired from private source.

Page



CHANDLER& ASSOCIATES, INC
Euzzard Bench #3-27

. Section 27, Tl9S, R7ÈT's.L.B.& M.

The use of materials under B.L.M. jurisdiction will conform to 43
CFR 3610 . 2-3.

Construction materials will not be located on lease.

7. METHODSOF HANDLING ¥ASTE DISPOSAL:

The reserve pit will not be lined.

Burning will not be allowed. All trash must be contained in a
trash basket and hauled to a sanitary landfill.

Produced waste water will be confined to a unlined pit for a period
not to exceed 90 days after initial production. During the 90 day
period an application for approval of a permanent disposal method
and location, along with required water analysis, will be submitted
for the AO's approval. Failure to file an application within the
time allowed will be considered an incident of noncompliance, and
will be grounds for issuing a shut-in order.

8. ANCILLARY FACILITIES:

Camp facilities will not be required.

9. WELL SITE LAYOUT:

The reserve pit will be located: on the North side of the
location.

The stockpiled topsoil will be stored: on the South side
of the location pad.

Access to the well pad will be from: The East end of the location.

The trash pit will be located: All trash will be kept in a wire
cage and hauled to a sanitary landfill.

Reserve pits will be fenced with a net wire fence and topped with
at least one strand of barbed wire.

10. PLANS FOR RESTORATION OF SURFACE:

Immediately upon completion of drilling, the location and
surrounding area will be cleared of all debris, materials
trash and junk not required for production.

Before any dirt work to restore the location takes place,
the reserve pit must be completely dry and all cans, barrels,
pipe etc. Vill be removed as approved by the land owner.

All disturbed areas will be recontoured to the approximate natural
contours.

Page



The stockpiled topsoil will be evenly distributed over the disturbed
areas.

Prior to reseeding, all disturbed areas, including the access roads,
will be scarified and left with a rough surface.

Seed will be broadcast or drilled at a time specified by the BLM.
If broadcast, a harrow or some other implement will be dragged over
the seeded area to assure seed coverage.

The following seed mixture will be used: (Shade Scale 1 pound per
acre) - (Indian Rice - 2 pounds per acre) - (Sweet Yellow Clover 2
pounds per acre)

The reserve pit and that portion of the location and access road not
needed for production or production facilities will be reclaimed.

11. SURFACE AND MINERAL OWNERSHIP

Federal

12. OTHER INFORMATION

There will be no deviation from the proposed drilling and/or
workover program without prior approval from the AO. Safe
drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be
identified in accordance with 43 CFR 3162.2.

"Sundry Notice and Report and Vells" (Form 3160-5) will be filed
for approval for all changes of plans and other operations in
accordance with 43 CFR 3164.

The dirt contractor will be provided with an approved copy of the
surface use plan.

A cultural resource clearance will be required before any construc-
tion begins. If any cultural resources are found during construc-
tion, all work will stop and the AO will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination a new application will be filed
for approval for any future operations.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Richard Veghte

Address:

Phone No. (303)

Page



Certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillaite and access route; that I am
familiar with the conditions which currently exist; that the
statements made in this plan are, to the best of my knowledge,
true and correct; and, that the work associated with the
operations proposed herein will be performed by: Chandler &
Associates, Inc. and its contractors and subontractors
in conformity with this plan and the terms and conditions under
which it is approved. This statement is subject to the provisions
or 18 U.S.C. 1001 for the filing of a false statemen

Date Vice P ident & Engineer

Page



N R&T 91 KG W2

CHANDLER S ASSC 3IATES INC.

Baz.z.Amo Benen *s-r.7

PROPOSED LOCATION

TOPO. MAP"A"
. 5Û~

> oo .
o i

SCALE I" = 4MI. -

' ' ¯

r u \>,e> -3 's ", N .

'- 6000 nal .

on

NT n e nd

e a e

c

sn



C HAMDLE.R Ä À 55oarre..s, IMc.

BUX.x-ARD $e.uc.R *S•X7

Loca.v..s LAvouT Se CuY SME.E.7

,
loo' . . 13',

se A.a.« = !" = sd
oAve: t/n/s+ o

9
t.a» es' 99s..s"*°sess. ' se,4.pg

RE5ERVE Ÿt r "
BLOOld. ŸsT gg

-

t.cos.es'g .coo.as' e essa.2.s' ym.
e-z.s r-e-> w.z.9 t..<- Frave -

.
ago'

STA. i +15

998.7 « - z.7
-

c--
· rum e.-o.z. --

*Paoposso O
O O .

of A ecess
14oAo PI

ta
. foO' . IS' .

{.001.9
,

' '
, Û 5999.45, g 59¾.¾ us. MAo

c- 5.* V -- i .8

-
d-o.9

t•. I St.op

/ ,
a

$¾• 2475 -

'

O 6asunp
* ScAur.s

Sess-5 Lermes.coV
o seAd. - s" = sci A PFxosMATE- ARM4:E-5

illillf illi -
Cusac. ŸARD.5 Cur - 1, SCO

.
•••

• L e6NT Baes.su
-E fit'• SAMov CLAy

.CUSie ŸARDS Ë!LL- 1, o 15

Iff -
'

•

...
Wit(Eftlilli-•,

,'
.

•,.' sy r



i

I
UNITED STATES gogg

DEPARTMENT OF THE INTERIOR (E:MERY COUNTif)

GEOLOGICAL SURVEY CASTLE DALE QUADRANGI

's,

21300 FEET R. E

CHANDLER S ASSOCIATES INC.
' b o

Sur.z Amo Bene Mk 3-2:7 . O
PROPOSED LOCATION

SCALE \" = 5000'
RQADCLASSIFICATION n.movedroadfa r or

S
OC anyO

22





OPERATOR DATE .3

WELLNAME A J -af 7

SEC ÑÑ T /f3 R Pf COUNTY

API NUMBER TYPE OF LEASE

POSTING CHECK OFF:

INDEX HL

NID PI

I \" l
PROCESSN

APPROVALLETTER:

SPACING: / A-3 c-3-a
IT CAUSENO. & DATE

c-3-b c-3-c

SPECIAL



RECONCILEWELLNAMEANDLOCATIONON APD AGAINSTSAMEDATAON PLAT MAP.

AUTHENTICATELEASE ANDOPERATORINFORMATION

I XIFY ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFIELD, ETC.

APPLY SPACING CONSIDERATION

ORDER

UNIT

c-3-b

c-3-c

CHECKDISTANCETO NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSFOR OPERATOR'SOTHERWELLS.

IF POTASHDESIGNATEDAREA, SPECIAL LANGUAGEON APPROVALLETTER

IF IN OIL SHALEDESIGNATEDAREA, SPECIAL APPROVAL
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REC'O900 ß2R 06 19
Fonn 9-8810 SUBMIT IN TRIPIlt ' Form approved.

(May 1963) (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR 1984
GEOLOGICAL SURVEY U-52688

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OB TRIBE NAME

la. TYPE OF WORK

DRILL G DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPEOFWELL SUzzard Bench
°w'ELL GwASLL

OTHER
NNELE ZOUNLTELE 8. FARM OR LEASE NAME

2. NAME OF OPERATon BUZZard Bench Unit Fed.
CHANDLER& ASSOCIATES, INC. Û. WELL NO.

3. ADDRESS OF OPERATOR

1860 Lincoln Street, 1400 Lincoln Tower io. FIELD AND POOL, OB WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) WildcatAt surface
11. s-C., T., a., M., on BLK.1975' FWL; 724 FNL AND SURVEY OR ABEA

At proposed prod. zone NE NW
Same Sec. 27-19S-7E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTT OR PABISH 13. STATE

Approx. 8 miles NWof Clawson, Utah Emery Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACBES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR I.EASE LINE, FT. | , 6(Also to nearest drlg. unit line, if any) 40

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLB
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS IÆASE, FT· --- 2500 ' Rotary

21. EIÆVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

5999 (ground) April 5, 1984
23.

PROPOSED CASING AND CEMENTING PROGRAM

81EE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

124 8-5/8 24# 120 125 sx
7-7/8 5½ 15.5# 2500 150 sx RECEWED

MAY2 3 1984
1. Drill to TD of 2500 (Ferron).
2. Run 5½" casing if commercial production is indicated· DMSION OF OIL
3. If dry hole, P&A as instructed by the BLM· GAS & MINING
4. Well will be drilled with compressed air, tested open hole and mud up

to run 5½" casing.
5. Well control equipment will include double hydraulic BOP system of 900

series. A fillup line will be installed, equipment pressure mechanically
checked daily while drilling.

Well Name: Buzzard Bench Fed. 3-27

IN ABOVE SPACE DESCRIBE PROPOSED PR RA : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to dri deep n ectionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if a
24.

Petroleum Engineer 3/26/84
SIGNED TTTT.E DATE

R ar techte
(This space for Fede 1 or State oflice use)

PERMITNn APPROV4T DATE

APPROVEDBY S/Kenneth V. Rhea TITLE Acting DiStrict Manager DAT. 5/21/84
CONDITIONS OF APPROVAL, IF ANY:

CONDITIONS OF APPROVAL ATTACHED
FLARING OR VENTINGOF

*See InstructionsOn ReverseSide GAS IS SUBJECT TO NTL 4-A
DATED



PROJECT
T /9 S R 7 E S. L.8.8M.' ' CHANDLER S ASSOClATES

Well location , BUZZARDBENCH
* 3 - 27, located as shown i n

2703.03°(GLO) EAST the NEI/4 NW I/4 Section 27,
T19S, R7E , S.L.B.SM.

pg / | EMERY County, Utah.
2 o° / N45°08'49"E

- /026.86'
-/ BASI S OF BEARS IS FROM SOLAR

I 975' OBSERVATIONS OF THE SUN(ComP.) BUZZARD BENCH # 3 - 27
E/er. Ungraded Ground - 5999'

Lot 2 Lot /

m Lot 3 Lo/ 4 w Ñ ,

z

Lot 5 CERTIFICATE

THIS IS TO CERT1FY THAT THE ABOVE PLAT WAS PREPARÊD FROM

FIELD NOTES OF ACTUAL SURVEYS MADE SY ME OR UNDER MY

SUPERVISTON AND THAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEDGE AND BELIE

REGISTERED ND SURVEYOR
REGISTRATION N° 2454
STATE OF UTAH

Lot 6

81 64 UINTAH ENGINEERING er LAND SURVEYING
WEST R 0. BOX Q - 85 SOUTH - 200 EAST

VERNAL, UTAH - e4o7e
SCALE DATE

! "
= 1000' 2 / 16 / 84

PARTY REFERENCES
DA GS DK RP GLO Plot

X = Sect ion Corners Located WEATHER FILE
Cold



Chandler & Associates, Inc.
Well No. Buzzard Bench Unit Fed 3-27
Sec. 27, T. 19 S., R. 7 E.
Emery County, Utah
Lease U-52688

Supplemental Stipulation:

1. Adequate and sufficient electric/radioactive logs will be run to locate
and identify anticipated coal beds in the Ferron Sandstone member of the
Mancos Shale formation. Casing and cementing programs will be adjusted
to eliminate any potential influence of the well bore or productive hydro-
carbon zones on the coal resource. Surface casing program may require
adjustment for protection of fresh water



ONSITE

DATE: 3/8/84

PARTICIPANTS: TITLES:

Your contact with the District Office is: Robert (Bob) Graff

Office Phone: 801-259-6111 Ext 216

City: Moab State: Utah

Resource Area Manager's address and contacts are:

Address: 900 North 700 East, P.O. Box AB, Price, Utah 84501

Your contact is: Mervin Miles

Office Phone: 801-637-4584

Home Phone: 801-748-2249



DIVISIONOFOIL,GASANDMINING

SPUDDINGINFORMATION

NAlfOFC(l?&f: CHANDLER4 ASSOCIATES

BUZZARDBENCH 3-27

SECTION NENW27 TOWNSHIP198 RANGE 7E 60 EMERY

DRILLINGCUTRACTORDESERT DRILLING

RIG# 1

SPÐDED:DATE5-31-84

TIM 4:00 PM

Ë0W ROTARY

WILLING WILLC0l?ENCF

REPORTEDBY FITA

TELEPHONEÑ 303 863-9100

IlAf 6-1-84



Form 9·-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENTOF THE INTERIOR U-52688

GEOLOGICALSURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME

SUNDRY NOTICESAND REPORTSON WELLS IBu"ZNZarAREeEnMcEhNTUME

(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for such proposais.) 8. FARMOR LEASENAME

Buzzard Bench Unit Fed.1. o gasi
other Plugged & Abandoned 9. WELL NO.

2. NAME OF OPERATOR 3-27
CHANDLER& ASSOCIATES, INC. 10. FlELD OR WILDCAT NAME

3. ADDRESS OF OPERATOR Wil dcat
1860 Lincoln St., Suite 1400, Denver, CO 80203 11. SEC., T., R., M., OR BLK. AND SURVEYOR

4. LOCATION OF WELL (REPORT LOCATIONCLEARLY. See space 17 AREA

below.) Sec. 27-T19S-R7E
AT SURFACE: 1975' FWL, 724' FNL (NE NW) 12. COUNTY OR PARISH 13. STATE
AT TOP PROD. INTERVAL: -- Emery Utah
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-015-30194
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF O O RECE1VEDFRACTURE TREAT O O
SHOOT OR ACIDIZE .

REPAIR WELL om Repon resuus of muniple com¢edon or zone

PULL OR ALTER CASING JUN 1 9 19A ca..,...,,,...aso.

MULTIPLE COMPLETE
CHANGEZONES DIVISION OF OliABANDON*
(other) GAS & MINING

,

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, gíve subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Well was spud 5-31-84. 8-5/8" surface casing was set at 131' KBon 6-1-84.
Well drilled to T.D. of 2362' on 6-4-84 and logged (DIL, FDC-SNP-GR). Afer
evaluation of logs and drilling operations, it was determined to plug the well.

Approval was received from the State of Utah, Division of Oil, Gas & Mining, and
Bureau of Land Management was notified to plug the well as follows:

Plug #1 20 sks at 2050-2100
#2 20 sks at 1790-1840
#3 35 sks at 82-182
#4 10 sks at surface

Well was plugged, rig released at 12 Midnight on 6-6-84.

Subsurface Safety Valve: Manu. and Type Set @ Ft.

18. I here certify that the foregoing is true and correct

SIGNED TITLE ŸetrOleum EnginegATE 6-13-84

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONOITIONS OF APPROVAL, IF



UN ITED ST AT ES SUBMIT IN DUPLICA E *

B
eta

u a No. 42-R355.5.

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-52688

WELL COMPLETION OR RECOMPLETIONREPORTAND LOG * 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

ta. TYPE OF WELL: of BLL
DRY $ Other 7 UNIT AGREEMENT NAME

b. TYPE OF COMPLETION: BUzzard Bench Unit
n'E L

OWORRK EP- DIssvn.
Other 8. FARM OB LEASE NAME

2. NAME OF OPERATOn BUzzard Bench Unit Fed.
CHANDLER& ASSOCIATES, INC. 9. WELL NO.

Û. ADDRESS OF OPERATOR

1860 Lincoln St., Suite 1400, Denver, CO 80203 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance toith any ßtate requirementa)• Wil dcat
At surface 1975' FWL, 724' FNL (NE NW) 11. SEC., T., R., M., OR BLOCK AND SURVET

OR AREA

At top prod. interval reported below same Sec. 27-TT9S-R7E
At total depth same 14. PERMIT NO. DATE IssUED 12. COUNTY OR 18. STATE

API 43-015-30194 5-17-84 EmÊr Utah
15. DATE SPUDDED 16. DATE T.D. BEACHED 17. DATE COMPL. (R Gdy $0 pf04.) 18. ELEVATIONS (DF, REB, RT, GR, ETC.) * 19. ELEV. CASINGHEAD

5-31-84 6-4-84 P&A6-6-84 5999' GR --

20. TOTAL DEPTR, MD & TVD 21. PLUG. BACK T.D., MD & TVD 22. 23. INTELEVALS ROTARY TOOLS CABLE TOOLS

2362' -- -- | \ all \ --

24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

JUN 1 9 1984
N/A

26. TIPE ELECTRIC AND OTHER LOGS RUN DIVISION OF OlL
27. was wmos conno

sg, SNP-GR GAS A MININA no
28. CASING RECORD (Report an strings set in toeß)

CASING SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEMENTING RECORD AMOUNT PULLED

8-5/8" 24# 131 ' 121" 150 sks --

29. LINER RECORD 30. TUBING RECORD

sizz Tor (MD) soTTox (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD

n/a n/a

31. PERFORATION RECORD (Intervel, size and nufnber) 32. ACID, SROT. FRACTURE, CEMENT SQUEEZE. ETC.

DEPTH INTERVAL. (MD) AMOUNT AND KIND OF MATERIAL USED

N/A N/A

i
33.* PRODUCTION

DATE FIRST PRODUCTION PRODUCTION METHOD (Fl010ing, gas liff, p¾fspl¾g---Bix8 GWd fgpg Of pHFRp) WELL STATUS (PTOducing Or
shu¢-in)

--
-- Pl ugged & Abandoned

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL--BBL. GAS-MCF. WATER-BBL. GAS-OIL RATIO
TEST PERIOD 1 i

FLOW. TUBING Passa. CAsING PRESSURE CALCULATED OIL--BBL. GAS-MCF. WATER-BBL. OIL GRAVITY-API (CORR.)
24-nova RATE

34. DISPOSITION Or GAS (Sold, Need f0f fuel, vented, €‡0.) TEST WITNESSED BT

35. LIST OF ATTACHMENTS

Logs and geologic report to be sent by subcontractors.
36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records

SIGNED TITLE Petroleum Fngineer DaTE 6-13-84
go taya y

*(SeeInstruc s and Spacesfor Additional Data on Reverse
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GEOLOGICAL WELL REPORT

CHANDLER & ASSOCIATES, INC.

BUzzARD BENCH 3-27

NE NW SEC. 27 Tl98 R7E

EMERY COUNTY, UTAH

L. A. (LARRY) PRENDERGAST
187 RETA DRIVE

GRAND JUNCTION, COLORADO
(303) 245-3921

RECEIVED
JUL 1 2 I994

DiVISION OF OIL
GAS &



CHANDLER & ASSOCIATES, INC.
BUZZARDBENCH 3-27

NE NW SECTION 27 - T198 - R7E
EMERY COUNTY, UTAH

ELEVATIONS: KB 6010', GL 5999'
SPUD DATE: 31 May, 1984

SURFACE CASING: 8 5/8" casing set at 136' with 150 sacksof class H cement.

DRILLING FLUID: Air to 2066.
Air Mist 2066 - 2362.

LOG PROGRAM: Dresser Atlas, Dual Laterolog with Gamma
Ray; Compensated Densilog, Compensated
Neutron with Gamma Ray; computed Prolog
Field Analysis.

LOG TOPS: Formation Depth
blue Gate Shale Surface
Ferron Sandstone 1816 (+4294)
Tununk Shale 2078 (+3932)

TOTAL DEPTH: 2362' Driller
2324' Logger

STATUS: Plugged and abandoned
6 June, 1984

CONTRACTOR: Desert Drilling Rig #1
Howard Leach, Toolpusher

DRILLING FOREMAN: Carl Winters, Bob Lafferty
Cotton Fladelang

GEOLOGIST: L. A. Prendergast

SAMPLES: Disposed at well site.

BIT #1: 12 1/4", STC SDGH
0-37', RR # CK 4070

BIT #2: 7 7/8" REED FP53
137' - 2362, #30821



Chandler & Associates, Inc.
Buzzard Bench 3-27

SAMPLE DESCRIPTION

Samples are adjusted to the electronic logs.

Note: Sample quality was uniformly extremely poor with the vast
majority of each sample being only dust. Attempts to recover
larger sized cuttings proved futile for the most part.

BLUE GATE SHALE

140-1700 Shale - medium to dark gray, firm, blocky, very
silty, calcareous, with trace very fine Sandstone
grains. This interval was very silty grading to
Siltstone from 280-380.

1700-1816 Shale - as above, very silty.

FERRON SANDSTONE

1816-1910 Sandstone - buff, light tan, white, very fine
grained, medium sorted, firm to friable,
calcareous, with abundant clay matrix.

NSOFC

1910-1920 Shale - as above.
1920-1938 Shale - as above.
NSOFC

1938-1982 Shale - as above, some very silty grading to
S11tstone.

1982-2018 Sandstone - light gray, light tan, white, very
fine grained, medium sorted, subangular, some
very silty, well cemented, calcareous.

NSOFC

2018-2030 Shale - as above.

2030-2078 Sandstone - light gray, light tan, white, very



Chandler & Associates, Inc.
Buzzard Bench 3-27

2030-2078 fine grained, medium to well sorted, medium to
(Cont) well cemented, calcareous, some very silty.
NSOFC

TUNUNK SHALE

2078-2362 shale - dark gray, firm, blocky, very silty,
calcareous .



Chandler & Associates, Inc.
Buzzard Bench 3-27

FLARES NOTED

No continuous flares were noted at any time. The following
flares were noted at connections at depths noted:

DEPTH SIZE DURATION

2018' 10' 2-3 sec.
2050' 10' 2-3 sec.
2080 S' 5 sec.
2111 No Flare
2142 No Flare
2174 No Flare
2205 No Flare
2237 Small Flare (6-8') 2 sec.
2268 No Flare
2300 Small Flare (6'-8') 2 sec.
2331 No Flare
2362 TD No Fiare

No sample shows were noted at any time even though several small
flares were noted on connections at irregular intervals.

DAILY PROGRESS

31 May Spud at 4:00 p.m.

1 June Drill to 137'. Set 8 5/8" surface casing. Wait
on cement. Nipple up.

2 June Nipple up at test B.O.P. to 500 lb. Drill plug
Tnd cement. Begin drilling formation at 1:45
p.m.

3 June 378' Drilling Blue Gate Shale. 413' survey 1/2,
1401' survey 1 1/4.

4 June 1615' Drilling Blue Gate shale. 1802' survey 1
1/4. Ferron Sandstone at 4:00 a.m. Hole became
west at 2066. Begin air mist. Several small
flares as noted above.

5 June 2186' Drilling Tununk Shale. T.D. 2362. Trip
out for logs. Logger T. D. 2324. Ran Dresser



Chandler & Associates, Inc.
Buzzard Bench 3-27

Atlas logs as noted above: distribute logs as
per instructions.

6 June Receive instructions to plug well.

Plugging orders received from Bob Graf, B.L.M., Moab, Utah.

20 sacks 2050-2100
20 sacks 1790-1840

35 sacks 82-182
10 sacks Surface

Dry hole marker to be placed below ground level.

L. A. Prendergast /
187 Reta Drive
Grand Junction, Colorado
(303) 245-3921
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